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We Save energy

Maximum temperature design 180C ~ 200C (Celsius)
Energy saving up to 10%

Motor body heat reduce 5 to 10C (Celsius)

Insulation Class H & C

Polyester-amide & Nylon dual coated

New West Technologies Ltd.




New West Technologies Ltd.

Polyester-imide Nylon Covered Enameled Copper Wire

Products main features and application.

m Good Thermostability under 150°C working environment,
good resistance to abrasion and solvent.

= Applied in all sizes of H Class motors, transformers,
instrumentations, various types of electronic components

_,_: and winding for coils.

EIW/N-2/180

Thermal level Specifications range Standard
code level mm AWG IEC GB/T NEMA JIS
H 180 0.050-3.000 45# - o#* 60317-8 6109.5 MW30-C C3202
Note: “*” for approximate American wire gage
ElE

Gauge Reference

SWG AWG
Gauge No. - -

mm inch mm inch
30 0.315 0.0124 0.254 0.0100
29 0.345 0.0136 0.287 0.0113
28 0.376 0.0148 0.32 0.0126
27 0.417 0.0164 0.361 0.0142
26 0.457 0.018 0.404 0.0159
25 0.508 0.020 0.455 0.0179
24 0.559 0.022 0.511 0.0201
23 0.610 0.024 0.574 0.0226
oz 0.711 0.028 0.643 0.0253
21 0.813 0.032 0.724 0.0285
20 0.914 0.036 0.813 0.0320
19 1.016 0.040 0.912 0.0359
18 1.219 0.048 1.024 0.040
17 1.422 0.056 1.151 0.045
16 1.626 0.064 1.29 0.051
15 1.829 0.072 1.45 0.057
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